
Kampf slitter       Conslit 16/06 
Kom.9.321 

Year 1996 
Specification: 
Max. web width:                    1650 mm 
Max. unwind diameter           1100 mm 
Max. finished reel diameter    600 mm 
Unwinder with hydr. lifting 
Shearcut, Razorcut 
Differential shafts 
Pneumatic brake 
Optical edge control 
 
As is, fully tested 
or 
Completely overhauled, with new Panels  
and PLC, drives and controls 

Kampf slitter                      Conslit 16/06 
Kom.9.321 

Bj. 1996 
Spezifikation: 
Arbeitsbreite:     1650 mm 
Abrolldurchmesser:    1100 mm 
Aufwickwickeldurchmesser:    600 mm  
Abrollung mit Einhebevorrichtung 
Scherenschnitt; Rasierklingenschnitt 
Friktionswellen 
Pneumatikbremse Abrollung über Tänzerrgelung 
Seitensteurung 
 
Im Istzustand, komplett getestet 
oder 
Komplett überholt mit neuem Siemens Touch Panel 
und neuer Siemens SPS; Sinamics Antrieben 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 

 
 
 

 
 



 

 
 
 
 

 


