THREE PHASE TRANSFORMER

55°C RISE

65°C RISE

| MVA | 5.00/6.33 AT 0°C | 4.00/5.33 AT 30°C |

27600 DELTA | L.V, |

600Y /347 | TEMP.RISE | 65

| C

ONAN/ONAF | FREQ. [60|Hz IMPEDANCE [(MPEDANCE)] % AT[ 4.00 |MVA COOLANT [VOLTESSO 50]
SERIAL No.|  (SEETABLE | PURCHASER’S ORDER NO. | (SEE TABLE) |

TANK WILL WITHSTAND FULL VACUUM [ YES |
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BUILT TO CSA STD C88—-M90

REF. NO.: G1303C1818

DATE

A,

H.V. VECTOR

L.V. VECTOR

CALCULATED WEIGHT IN kg.

CORE & COIL
TANK & FITTINGS

COOLANT 5255 |L

3610

3115

2800

TOTAL WEIGHT |

9525

MAXIMUM OPERATING 46

kPa

PRESSURE 48

kPa

"T” — LOCATION OF TAP CHANGER

POS.
NEG.

HIGH VOLTAGE

TAP CHANGER| AMP. AT
POS. CONN. MVA

VOLT

S

1 A—B 106.2

2898

0

2 108.8

2829

0

2760

0

B—
3 C— 111.6
4 D 114.4

26910

5 E-F 117.4

2622

0

LOW VOLTAGE

AMPS | 5129 AT

PIONEER

TRANSFORMERS wm

MVA
FULL WAVE IMPULSE LEVEL : H.V. kV L.V kV

TRANSFORMATEURS wres G2112B0909

IMPEDANCE :

CALCULATED IMPEDANCE :
STAMPED ON PLATE AFTER

6.65%
MEASURED IMPEDANCE WILL BE
TEST

G1303C1818

REF. No.

CUST. SPEC. No.

G10095
SERIAL No.

8 1/2"

2516—98-2528 [ 1 | 60—028—-150

CUST. PRODUCT CODE| PURCH. ORDER NO.|ITEM| QUOTATION No.

11“

ACHANGED WEIGHTS. APR-16-98. P.L.

CUSTOMER

ADDITIONS TO THE ABOVE TABLE WILL NOT AFFECT THE REVISION NUMBER OF THIS DRAWING.
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