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Linea DH-360
(4 models available)

reprographic departments                                                                          The range has been carefully
designed with well thought-out features making it easy to use and 
highly effi  cient .



specifi cations DH-360 DH-460 DH-650 DH-1100

approx laminating speed (m/min) 1.6 1.6 1.6 1.6

maximum width (mm) 340 (13”) 455 (17”) 635 (25”) 1080 (42”)

laminating  thickness (mm) 5 5 5 5

laminating temperature (°C) 0-140 0-140 0-140 0-140

core size 1” 1” 1” 3”

power supply AC (V–Hz) 220/240 (50-60) 220/240 (50-60) 220/240 (50-60) 220/240 (50-60)

power consumption (W) 650 1150 1600 2000

dimensions (mm) 620x520x310 760x520x310 910x520x310 1370x520x1170

weight (Kg) (without stand) 30 45 55 155

warranty (year) 1 1 1 1

•   anti-jam reverse mode

•   anti-jam reverse mode

LINEA DH-460
•  laminates documents up to A2
•  continuous roll fed system
•  hot encapsulation / lamination
•  adjustable temperature control
•  adjustable speed control
•  anti-jam reverse mode
•  attached safety shield

LINEA DH-360 / DH-460 / DH-650 / DH-1100

•   release liner take-up•   hot encapsulation / lamination

•   hot encapsulation / lamination

•   hot encapsulation / lamination & mounting (up to 5mm)

Linea DH-1100


