Pasadena Paper PM#24:
· 248” Fourdrinier, 230” final trim, 2400 fpm typical top running speed

· Machine speed limited to 2600 fpm by existing DC lineshaft drive
Furnish:

· Virgin pulp

· Machine ran a furnish with up to 17% ash

Headbox:

· Voith Model W hydraulic headbox with pulsation dampener, autoslice, c1990
Fourdrinier:

· Beloit flat fourdrinier (c1965)

· Suction couch, Beloit, c1980

Top Dewatering:

· Voith Duoformer D, c1990

Press Section:

· Beloit Twinver Bi-Nip Press, 250/500 pli

· Beloit press, 800 pli

Dryers:

· 72 dryers, 125 psig code, 60” diameter, Beloit, c1965

· Mostly with Johnson low differential pressure siphons (sections 1A, 1B, 4, and 5 have Beloit stationary siphons still that require 6 psid).

· Has the ability to dry up to 900 tpd, but is limited by the wet end

Size Press:

· Voith Speed Sizer, c1990
Winder:

· Beloit, Model L, with updated Allen Bradley 200 HP DC drives

Other:

· Measurex gauging system, Measurex 2002

· Gauge after size press, after dryers

Production, Quality and Runnability:

· Ran 60#/3000 with a 2# total BWT variation (peak to valley)

· Machine was available and making first quality more than 90% of the time.

· Average daily production on 50#/3000 was 500 TPD. 
· Made 38# to 156# base sheet (3000 sq foot basis)

· Made 156# at 1200 fpm

· Made 60# at 2400 fpm, this is the machine sweet spot for throughput and runnability

