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MARCA GLEASON 

MODELLO 116 CNC 

CATEGORIA DENTATRICE CNC CONICI SPIROIDALI 

CONTROLLO CNC FANUC Series O-GC 

ANNO 1994 

PESO MACCHINA 11.340 kg 

Campo di Lavoro 

Passo diametrale 50 mm 

Max distanza cono  230 mm 

Profondità max 25 mm 

Spessore max 70 mm 

Nr. denti min ÷ max 5 ÷ 150 

Max diametro primitivo ingranaggio: 
- 10 ÷ 1 ratio: 460 mm 
- 2 ÷ 1 ratio: 406 mm 
- 1 ÷ 1 ratio: 324 mm 

Specifiche macchina 

Distanza centro macchina – naso mandrino 64 ÷ 343 mm  

Base scorrevole (ritiro / avanzata) 50 mm / 76 mm 

Offset verticale 115 mm (sù/giù) 

Angolo rotazione mandrino fresa 0 ÷ 180 gradi 

Angolo rotazione 0 ÷ 355 gradi 

Angolo eccentrico 0 ÷ 160 gradi 

Angolo culla 0 ÷ 180 gradi / 300 ÷ 360 gradi 

Velocità max mandrino fresa 115 giri/min 

Dimensioni del Mandrino di Lavoro 

Diametro del foro conico con l’estremità larga 76 – 23 mm 

Profondità della conicità 152 mm 

Diametro foro mandrino 76 – 1.5 mm 

Diametro naso mandrino 127 – 12.5 mm 

Accessori  

Convogliatore di trucioli 

Centralina idraulica (capacità 106 Lt.) 

Vasca raccolta refrigerante (capacità 265 Lt.) 

Nr. 1 coppia corpo fresa 

Manuali e Schemi elettrici 
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MAKE  GLEASON 

MODEL 116 CNC 

CATEGORY 
CNC GEAR HOBBING FOR SPIRAL CONICAL 

MACHINE 

CONTROLLO CNC FANUC Series O-GC 

YEAR 1994 

MACHINE WEIGHT 11.340 kg 

Working Range 

Diametral Pitch 50 mm 

Max cone distance 230 mm 

Max depth 25 mm 

Max face width 70 mm 

Range of tooth numbers 5 ÷ 150 

Max gear pitch diameter: 
- 10 ÷ 1 ratio: 460 mm 
- 2 ÷ 1 ratio: 406 mm 
- 1 ÷ 1 ratio: 324 mm 

Machine Specifications 

Distanza machine center – spindle nose  64 ÷ 343 mm  

Sliding base (withdraw / advance) 50 mm / 76 mm 

Vertical offset 115 mm  

Cutter spindle rotation angle 0 ÷ 180 deg. 

Swivel angle 0 ÷ 355 deg. 

Eccentric angle 0 ÷ 160 deg. 

Cradle angle 0 ÷ 180 gradi / 300 ÷ 360 deg. 

Cutter spindle speed 115 rpm 

Work Spindle Dimensions 

Diameter of tapered hole at large end 76 – 23 mm 

Depth of taper  152 mm 

Diameter of hole through spindle 76 – 1.5 mm 

Diameter of spindle nose 127 – 12.5 mm 

Accessories 

Chip conveyor 

Hydraulic unit (capacity 106 Lt.) 

Coolant tank (capacity 265 Lt.) 

Nr. 1 Cutter wheel 

Manuals and Electrical diagrams 
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