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Transfer section

- Length: 1.400 mm

- Manually adjustable upper roller
section, lower motorized

- 15,6’ Touch-Screen with easy menu
navigation

- Pneumatic marker

Compression and Delivery Section

- Total length: 4.000 mm
- Compression length: 2.400 mm
- 600 mm wide compression belt
- Manual adjustment of pressing zones

Human Machine Interface and automation

- Touch Screen for machine operation
- Easy handiing, self-expiaining menu navigation
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General Descriptions

1, Diana Easy 115

Quant.
1

Model/Accessory
Diana Easy 115
12 months warranty: Parts and Labor

1.1 Options

Quant,
1

1
1
1

1

b

ModeliAccessory

A2.01 Drive 350 m/min

FE.11 Pile blowing device for blank separation

FE.14 Vacuum assisted feeder with two suction belts
FE.15 Two additional suction bells for the vacuum assisted
feeder

FE.21 Two cleaning brushes for feeding belts

BA.11 Lower central transport
BA.12 Upper central transport with
transport without aligning. Required:
PR.12 Upper and lower central transport in prefolder

FS.12 Upper and lower central transport in the folding section,
upper tiftable, lower for manual disassembly

EM.01 In-line Ejector module in Transfer section

EM.91 Electrical and mechanical interface for connecting HHS
and control of the Ejector module

CD.12-4 Soft rubber belt for 2400mm compression

CD.13-4 Additional soft rubber belt 2.400mm compression
CD.14 Start-Stop Compression & delivery

1.2 Carton altachments

Quant,
1
1

2

Model/Accessory
A1.14 Attachment for double wall, partition and conical cartons
BP.22 Attachment for lock bottom cartons required for length to

width ratio up to 1:15
Comment: without FS.12 up to 1:10, with FS.12 up to 1:16

Pocket fold attachments

1.3 Computer Assisted Operation

Quant.
1
1

Model/Accessory

CA21 Semi-Automatic makeready DIGlset

CA.42 Control monitor at feeder for surveillance of blank
transfer
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2. Glue System

Quant. Model/Accessory
1 HHS Glue System: 8 channel, 6 guns with sensors, stand,
installation and training.
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Diana Easy 115 — Technical Description

Machine is suitable for substrates made of:
- Solid board 200-600 g/m*
- E-flute corrugated

Maximum machine speed: 300 m/min (984 ft/min)

Carton length: min. 55 mm (2.17") to max. 600 mm (23.6")
Carton width: - min. 45 mm (1.78") to max. 1150 mm (45.2")

Modules of Basic Machine:

Friction feeder with blank aligning ca. 1.950 mm
«  Electronically controlled with vibrator, 6 feed belt guides, 2 feed gates,
1 enlarged transport roller behind feed gate

Prefold section Length 3.000 mm
« incl. prefold R1 and R3, with 1 lower right and 1 lower left transports and
1 upper right and 2 upper left transports.
e Prepared to take the HHS Code Reader

Combination folding module Length 1.730 mm
«  with 3 lower and 5 upper transports
* incl. device lock bottom cartons with ratio (length to width) up to 1.6

Folding section. Length 3.000 mm
«  Leftand right telescopic type roller bar with stepless length adjustment,
right and left folding belts width 24 mm

Transfer section Length 1.400 mm
«  with 2 lower and 2 upper left transport, manually adjustable upper roller section,
lower motorized; one surveiltance of shingle stream in the area of the finger ejector
and in the upper roller section; pneumatic marker, usable left or right.

Compression and delivery section Length 4.000 mm, Belt width 600mm
«  Compression section length 2.400 mm, max. 40m/min, electronically controlled,
mechanical length adjustment of upper section. Rear central height adjustment.

Mirror, for control of the upper roller section
Diana precision bottom glue pot

«  Glue wheel width 5 mm, glue wheel diameter 250 mm,
airknife, prepared to take a external glue refill systems
Central electronic servo drive for 300 m/min, in folding section

Position indicators MANUSET
Cordless operating unit, for comfortable operation
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Additional Information

Diana Easy 115

Diana Easy 115 folder gluer
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The Diana Easy is a folder gluer that fits perfectly into the entry level performance range. It is
based on the successful Diana Smart and Diana X concept including many of their well-known
quality aspects and features for fast set up and smooth operation.

With the speed performance of max. 300 m/min the Diana Easy meets the requirement for
typical applications in the size 115 cm (45") with a maximum carton length of 60 cm (23.6").

The Diana Easy is installed with a blank aligning module behind the feeder as a standard, as
an aid to ensure perfect folding quality. Many attachments can even be interchanged
inbetween the Diana X, Smart and Easy.

For better material handling and reduction of labor the Diana Easy can be combined with the
Diana stack turner, Diana Feeder and a semi-automated Packer.

Processable carton types:

i

Straightline LCockbottom “-cormer B-comer
Carton type Folding Cartons Cartons Collapsible Collapsible
Cartons Cartons.
MK Diana Easy 85/115 [} [} o o

O option ® s

Further carton types:

With additional retrofittable machine options other carton styles such as Miniature cartons,
Double-wall cartons, Partition cartons, Conical cartons, CD/Record-Sleeves, Mailing envelopes
and more, can be processed.
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Overview of modules:

Feeder

- Friction Feeder with easily adjustable feed . -
belt carriers 5

- Feed beit exchange in less than 60
seconds

- Single servo drive for precise speed
control
Transport carriers are adjustable in
lengths

Blank aligning module

- The blank aligning module is
standard

- Aligning function is easy to set via
the upper carriers

- Lefthand or right-hand aligning is
possible

- Aligning linear is adjustable
sidewise in order to skip
window cut-outs

- Good accessibilty

Prefolder

- Onelower carrier on  the
left and right side

- One upper carrier on the
right side and two upper
cariers on the left side

- Beltfolding on drive side

- Central belt drive

- Excellent accessibilty thanks %
to lowered side frames
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Combifolder

- With 3 lower and 5 upper transports

- Central belt drive

- Including device for lockbottom
cartons width ratio (length to width)
upto 1:6

- Excellent accessibility thanks to
lowered side frames

Folding section

- Left and right telescopic roller bar

- Left before right folding and right
before left folding as standard

- Left lower glue unit as standard

- Belt folding 24mm as standard

- Lower side frames for excellent
accessibillty

- Central belt drive

Pressing section

- Application of additional pressure on the folded creasing
lines > reduction the rejection force

- Variable pressure adjustment via hand wheels on
operation side and drive side

- Stitable for cartons with sensitive surfaces





