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 � improvement of the work flow  
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 � observance of the laws 
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1. Important details  

1.1. Accountability and copyright 
 
 Copyright ©LUTRONIK Elektro GmbH 1999-2001 
 
 Without prior written permission of LUTRONIK Elektro GmbH no part of the software 
or this guide for any purpose may be reproduced or transmitted, regardless in which 
way electronically or mechanically, this happens. 
 
  
  
The program of TBT-control © as well as this manual has been created with due dili-
gence. However, no liability or guarantee is taken over, that this manual or the pro-
gram of TBT-control © are error free or suitable for specific purposes. Any legal 
responsibility or liability is excluded for damages. Because failure despite the efforts 
never quite close, LUTRONIK is always grateful for written instructions or suggesti-
ons. 
 
The information in this manual can be modified without previous notice. 
 
When you purchase the program, you will receive a license CD. You may not even 
your license copy the program, individual components, distribute, lend, or disclose in 
any way.. 
 
TBT-Control ©LUTRONIK Elektro GmbH 1999-2001 

 
 
1.2. Taken into account rules 
 
- Animal welfare battle regulation (TierSchlV) 
- DIN 57755/VDE 0755 08.91 Teil1 
- UVV "Abattoirs and slaughterhouses" (VBG 17) 
- UVV "Electrical systems and equipment" (VBG 4) 

 
 
1.3. Licence   
 
The BTZ licence of the "Federal Agency for licence in the telecommunications sec-
tor" is the sender and the receiver of the TBT control transmission system. 

 
 
1.4. Used trademarks 
 
Windows®, Windows98® are registered trademarks of Microsoft Corporation. 
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2. General introduction 
Your new TBT-Control is a innovative easy to handle measurement, monitoring, and 

registering equipment for animal stunning equipment in accordance with the provisi-

ons of the EU. With TBT-control get you everything you need to optimize your meat 

quality and the high legal requirements to meet 

. 
 
 
2.1 Performance characteristics  

The intend use of the TBT-Control include a: 

Computer-controlled device for measuring and logging of stunning 

voltage and stunning current in accordance with DIN 57755, 

Storage and retention of measured data in accordance with DIN 57755, 

Display a flawed stun. 

 

 
2.2. System requirements  
 
 
 
2.3. Scope of delivery 
 
TBT-Control consists of a data-enabled stun device, the supplied CD-
ROM (BV9.607S1) includes  the TBT-control software  a license   CD
(except for demo versions), as well as the manual. 
 

minimum required
Processor Pentium II - Processor mit 300MHz or higher
random access 
memory

32 MB

hard disk 50 MB free

graphic board VGA with 640x480 - 256 colours

Drives Hard Drive

Pointing device Mouse or other pointing device

Printer possible colour printer

Miscellaneous a USB interface
Operating system at least Windows 98
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3. Installation 
Important: if an older version of TBT-control is lo cated on your PC already, 

then it must be removed, before installing TBT cont rol 4.1. The UN-installation 

is in Cape. 9 described . 

3.1. Make electrical connections (hardware installa tion) 

You have no hardware to your TBT-control then please read further at 3.2. 

 

3.1.1.with data cable  

Both the E-stunner and the computer must be turned off. 

Connect the Betäubungstrafo (USB plug/socket connector) interface cable (BV 
9.607U) with a USB interface to your PC 

Switch the Betäubungstrafo and your computer. 

 

3.1.2. with wireless data transmission 

Connect the radio receiver (BV 9.607FE) to your PC. 

Use a free serial port (E.g., COM2). Your computer has no matching connect , then, 
a commercially available adapter can be used. Ask your dealer to do so.  

Connect the transmitter (BV 9.607FS) with the stun device (circular) 

 

3.1.3. with mobile storage device 

Connect the adapter device (BV 9.608TP) to your PC. 

To do this use a free serial interface (z.B. COM2). Your computer has no matching 
connection, then a commercially available adapter can  be used. Ask your dealer to 
do so. Connect the adapter unit to the mains (Europlug). 
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3.2. Installation from the CD 

Important: Quit all running programs before install ing, shared system files up 
to date can be brought, and lead you through a data  backup.  

Important: The installation routine requires a Germ an-language version of Win-
dows. In other language versions, the startup group  name is not correctly de-
tected  and must be specified manually.  

Switch on your computer or reboot it. 

Insert the installation CD-ROM into your CD-ROM. 

It appears the installation Setup: 

 

Select your language here. 

 

 

 

The Setup is Wizard TBT-control appears: 

 

Welcome to the TBT control Setup Wizard 

Click on "Next" to continue  

 

This wizard will now install TBT control 4.2.0.0.3 on 
your PC 

You should close all other applications before continu-
ing with the Setup 

To continue, Cancel to exit 

        Weiter = Continue Abbrechen= Exit 

Select Start menu folder 

Where should Setup create the program shortcuts 

Setup will create the program in the follow Start Menu 
folder 

Click next to continue, click Browse if you want to 
select another folder 

 

Zurück = Back, Weiter = continue 

Click on "Next" to continue . 
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Select additional tasks 
What additional tasks to be executed 
Please note that all boxes have a hacking. 
Select the additional tasks that you want to run Setup 
during the installation of TBT control, and then click 
Next 
 
additional symbols 
 
-Desktop-Symbol erstellen= Creating a desktop icon 
Zusätzliche Aufgaben =Additional tasks 
-Install USB driver 
-install manual 
 
 
 
 
 
 
Select "install . 
 
 
 
 
 
The installation program will be prepared and co-
pied some files on your computer. 

 
 
 
 
Go to finish. 
 
 
 
 
 
 
It appears the Installalationsroutine for a se-
cond driver. 
 
 
 
 
Select "install". 
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The icon Lutronik TBT control will appear on your desktop 
 
End of the TBT control Setup Wizard 
The Setup has completed the installation of TBT 
control on your computer. The application can be 
started from the installed program shortcuts. 
 
Select "Finish". 
 
 
 
 
 
 
Click "Start" to continue to. 
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4. TBT-Control - Configuration  
reference : Depending on the hardware, not all data is queried. 

Start the configuration by pressing the button "Configuration" in the TBT control main 
window. 

 

 

In the Configuration Wizard, scroll with the buttons "Next" and "Back" through the 
various settings. The button "Cancel" terminates the configuration without saving the 
settings. 

4.1. Select of the data source 
On this configuration page, select the data source. The following options are avai-
lable: 

 

4.1.1.  Simulation with the mouse 
No stun devices used in this type of data collection. You have to test the possibility of 
using a "mouse stunning“ here. 

 

4.1.2. Data cable  
Select this item, if you PC using the data cable (BV 9.607 L) connect directly to the 
stun device. 

 

4.1.3. Radio - data transmission (optional only)  
Select this item if they stun device data with the transmitter (BV 9.607FS) on the ra-
dio receiver connected to the PC (BV 9.607FE) transferred. 

 

4.1.4. Portable storage (only optional) 
Use the mobile device (BV 9.608TM) and the PC Adapter (BV 9.608TP) to the PC to 
"take the data from the stun device". 

 

4.2. Port selection  
On this page, you choose the port where you enter your stunning data in the PC. The 
connection must be in Windows properly installed and the driver must be set up cor-
rectly. 

Note : With the mouse, no connection is used in the simulation and therefore none 
configured.. 
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4.3. Geschwindigkeit der Datenübertragung 
Here you can set how fast the data between device and PC should be transferred. .  

For most PCs is 57600 bit / sec. an appropriate setting (factory setting). Your PC still 
has the old interface chip type 8250, then go maximum 9600 bit / sec. Have a fast 
machine (from 400 MHz) then might be worth a try, whether the communication at 
115200 bit / sec. works.  

If there communication problems, then a lower speed can remedy. 

Note:The speed can be changed only when using your storage device. 

 

 

4.4. Stunning parameters  
Here are the parameters prescribed by law binding * adjusted . For the stunning of 
pig is essential 

After Max one second a stream must be achieved by 1.3 amps. 

The stunning current with fixation must be maintained at least. four seconds. 

Without fixation, the stunning current must at least eight seconds  be maintained  . 

(* Federal Law Gazette 1997 Teil I, S.413: “...3.1 . 
When electrical stunning or killing the brain must be flushed first or at least simultaneously with the body 
 
 For a good flow of current through the brain or the body of the animal is to ensure, in particular, if neces-
sary, by wetting the skin of the animal. 3.2….  
It must be achieved within the first second of at least a current according to the following table: 
 
...pig...1,3A ... keep this current at least 4 sec.  
 Are the Pigs not individually sedate for stunning, so the electricity flow time will be doubled. ...”) 
 
Note : If a large number of animals (only by means of head flow and without heart 
flow) in the space of a short time will be stunned, you must choose the function 
"Stunning device parameters ignore". 

 

reason: The stun device on at least six seconds pause is factory made between two stuns. 

 because it is assumed, that a perimeter is carried out by head on heart flow .  

TBT-control can ignore the timing of the stun device and refer to other settings. (The 
values determined in the attempt as optimal are: "longer than 0.4" and "less as 5 
sec."). 

TBT-control can help you with these settings. Click on "Entry helper" 

Note: The preset pause time of six seconds of the stun device remains unchanged, 
what is indicated by flashing of the device during anesthesia. Die Daten werden je-
doch trotzdem von TBT-Control korrekt erfaßt und interpretiert. The data are ne-
vertheless  control properly captured and interpreted from the TBT. 
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5. Protocols 
Select the "Logs" button to open a specific log file: 

 

 

After selecting a file, the following window appears: 

Select one of the animals in the list, then the current and voltage gradient appears in 
the lower part of the window 

After opening a file, all the animals are already preselected. Want to print not all ani-
mals, or to evaluate, you must first make a selection. 

You can set the hook on each individual animal or remove or to help take the five 
small buttons. keine Tiere auswählen 

 Select No animals 

 Select all the good animals 

 Select all the bad animals 

 Select according to (for example. animal 1 - 99) 
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5.1. The print of the animal data  

The button "Print" takes the selected animals to paper. You can make the following 
settings in the print dialog:       

How to print 

As a table without 

 graphics 

with current / voltage 

curve 

Current profile 

Voltage gradient  

colored curves 

Line thickness  

colored smilies 

Page settings 

Page margins 

up, down, left, right 

Pantel format 

Landscape format 

 

 

 

 

 

Select how the printing should be. With the current / voltage curve approximately go  
five animals on a page (depending on the margins) as a table about 50 animals.  

Give on what details you want to print. 

Specify the desired page settings. 

Select "print out”. 

Note: The here selected page settings also apply to the evaluation(siehe 5.2.) 

 

5.2. Evaluation  

Select the button “analyze ”. A summary of the stunning data will appear in the lower 
part of the window. In addition a further button "Print", with which the evaluator can 
be printed appears... 

 

5.3. Check again  
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6. Other program features 
6.1. The instruments  

Mit dem Button “Instrumente” werden die Anzeigeinstrumente ein- bzw. ausgeblen-
det. With these instruments, you can observe the stunning during data collection.  

This is especially interesting if you with the radio data transmission (transmitter BV 
9.607FS and receiver BV 9.607FE) or the data cable (BV 9.607 L) work. 

 

6.2. The received signal leve  

This is  only available during the radio transmission. Here the quality of the radio sig-
nal is displayed and should always remain in the green zone. If not, you must re-

orient the transmitter or the receiver or remove interfering objects or devi-
ces. 

 

7. Data backup  
According to current legal regulations, you must keep a record for a year and upon 
request submit. The computer data must backed up regularly, so that any computer 
damage data not making lost them. It is advisable to store the new data E.g. once a 
week on floppy disk and put this in a safe place (E.g. safe due to. Fire protection) 
Select the "Backup" button: 

 

The Data backup is easy: 

Note:Should you back up E.g. on a ZIP drive rather than on a CD want, then select 
the target before please . 

Click on "Auto". Thus be the files selected, they were still uncertain. 

You will be informed about the number of needed floppy disks. In-
sert the first floppy disk and start the backup with "Yes". Alternatively, you can select 
the files by hand and start the backup with "Start". 
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8. Uninstall  
 

Important: This description applies to all versions of TBT control! Make a backup! 
(see instructions) 

To remove TBT-control, you must first disable the active parts of the program. Pro-
ceed as follows: 

Click with the right mouse button, click "Start" and then left click "Open" 

(With links), double-click the "Applications" folder and then expand the folder 
“Autostart” 

Delete all symbols that have to do by selecting these TBT-control and move with the 
delete button in the trash. 

Then restart your computer. 

Select in the menu "Start", "Settings", "Control Panel" 

Double-click the icon of "Software". Select from the list of TBT-control and click 
"Remove". Follow the program instructions. The not quite empty program folder 
should be removed after installation is complete. (This description assumes that you 
installed in the default folder TBT-control.) Double-click the "my computer", "C drive", 
"Programs" Select the TBT-control folder and move it with the delete button in the 
trash. 

This completes the uninstallation of TBT-control. 
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9. Optionen 
9.1. Wireless data transmission 

To the wireless or cable-free transmission of data, the remote transmission system 
BV9 can instead of the supplied data cable. 607F be used. This consists of a trans-
mitter that is connected instead of the interface cable to the Betäubungstrafo. The 
computer is connected to the appropriately selected serial port of the data receiver. 
So the TBT-control system can be used even without expensive wiring. Ask your 
dealer for the TBT control transmission system!. Email: Support@Lutronik.com 

 
 

9.2. Portable storage device 

In establishments where such data transmission possibilities do not exist, can the 
portable data storage BV9. 608TP be used. This is loaded during stunning operati-
ons with the data and can be read later in the PC and also stored or printed 

The storage capacity of the portable storage device is approximately 500 animals. 
 
Further information are the data sheet BV9. 608TM in the Appendix of this manual to 
refer to. 
 

10. Help  
Through the different configurations of hardware and software of our clients still u-
nexpected errors may occur. If you have problems with the program, then contact 
your merchant or the company 
 
LUTRONIK Elektro GmbH, Auf der Steinge 3-5, 72827 Wannweil; Fax:(07121) 50 52 

02, Email: Support@Lutronik.com 
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LUTRONIK Elektro GmbH 
Auf der Steinge 3-5 
72827 Wannweil 
Deutschland / Germany 
Tel:  +49 (0) 1805 / 588 766 (14 ct/min aus dem deutschen Festnetz)  
Fax:  +49 (0) 7121 / 50 52 02 
eMail: info@powerstun.com 


