1200HP SCR LAND DRILLING

RIG

GENERAL DESCRIPTION

Design: Complete Drilling Solution
Wire Line Dia: 1-3/8”

MAST

Make / Type: Complete Drilling Solution
Height: 1421t (43.28m)

Static Hook Load: 650,000 Lbs.
SUBSTRUCTURE

Make / Type: Complete Drilling Solution
Dimension: 32’ Wide x 47" Long x 25" High
Type: Sling Shot
DRAWWORKS

Type: American Block 1500E
Power rating: 1200 HP

Input Power: 2 x GE752

DC Motor 2 x GE752 DC Motor
Drilling line Diameter: 1-3/8" in.

Auxiliary Brake: Johnson Caliper

TRAVELLING SYSTEM

Travelling Block: American Block 350T
Crown Block: Complete Drilling Solution
Top Drive: Bentec TD 350, 350T
ROTATING SYSTEM

American Block. 37-1/2".
Rotary Table: Independent drive GE-752

POWER CONTROL SYSTEM
Engines: 4 x CAT 3512B
Generators: 4 x SR4B.
Power Transfer type: AC-SCR-DC
SCR: 4 Bays

WELL CONTROL SYSTEM

1 x RongSheng or Equivalent, 13-

Annular Preventer: 5/87, 5,000psi

1 x RongSheng or Equivalent,
Ram Preventer: Double 13-5/8", 5,000psi
BOP Control Device: Top
Oilfield Top Oilfield, 7 Station, 3000psi
Choke Manifold: 3-1/8" x 5,000 psi
MUD SYSTEM
Mud Pumps: 2 x Hong Hua, HHF
Mud Pumps 1600, 5,000psi
Mud Tanks: Water 1000bbl

Reserve 1000bbl

Active 500bbl

Treatment 440bbl
Shale Shaker: 4 x NOV Brandt King Cobra
De-sander: 2x 12", NOV Brandt / SRS-2
De-silter: 16 x 4", NOV Brandt / SE-16
Vacuum Degasser: NOV Brandt DG-12
Mud/Gas Separator: IDTEC, 144" Height

ENHANCEMENTS

Iron Roughneck: Blohm & Voss BV100



