I Data Sheet = |

Machine: [Sieam Tubine |  Manufacturer [Nuovo Pignone | Model [EANK 505 me |
Serial number | | Year 2001 |

Turbine type [Reaction |
Number of Stages [41 HP + 10MP + 3 LP | Velociy [3000 rpm | Exhaust [Axial, exhaust sudace S m’ |
Last stage blade 26 inch |

First critical | 1800 rpm | Second eritical [5800 rpm |
Bearings [Radial and thrus! beanng type Tiing Pad | Valves [Z manstop inlet
1 extractioninduction
Intet
Pressure [75 = 2 bara | Temperature[480+5°C | Flow[173 lon/h |
Fruluniﬁ.,ﬁ bara Temperature 185 °C Max Flow |26 ton'h (induction - A) |
|6.8 bara 197 'C 14 ton/h (extracton - B) |
(7.5 bara (208 °C |64 ton'h (extraction -C}
Exhaust
Pressure [0.07 £ 0,02 bara | Temperature [3631 °C | 55310 kW - A
48800 KW - B
41570 KW - C

Materials

High Pressure Outer Casing[GS-17CrMovs11 | Shaft[30CMova1l |
High Pressure InnarCasing [GS17CRMOVS11]  Blades 1-33 stg[XZ2CMoN V12 |
Exhaust Casing [Fed30B | Biades 34-54 s1g[XZ0Cri3 ]

Nozzle ring [X22CMoNIV12.1 | Diaphagram blades[XZ0Cio13 |

Waight of the rotor [35000 kg ]

70000] Last major overhaul 2008

SRR

Operating hours




