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SECTION B-B
SCALE x 2

THE DESIGN AND CALCULATIONS OF THE
CONCRETE FOOTER, SHOULD BE MADE
BY A LOCAL ”REGISTERED ENGINEER”...

FOOTER DETAIL

(c) 3/8" PLATE
(D)
R.S. PIVOT BASE DIMENSION CHART ' N i
BELT WD.| DIM ”A”| DIM “"B”| DIM "C”| DIM "D” ; ' ! ® ! ™
18" 30" | 26" | 32" |28 172 e . |
24. 36" 32,1 38" 34 1/2,1 = -, #1 1/15
30” 427 38" 447 [40 1/27 "
D> 36" 48" 44" 50”46 1/2" (4) 1” ANCHOR BOLTS
42" 54" 50" 56" |52 1/27 SUPPLIED BY OTHERS
48" 60" 56" 62" |58 1/27 PIVOT BASE
NTS
X=HOPPER WIDTH; | Y=HOPPER WIDTH;
4” BELT.... 48" 4” BELT.... 16"
307 BELT.... 547 307 BELT.... 207
D>{36" BELT.... 60" | 36" BELT.... 24"
> RELT 66" > BELT 58"
48" BELT.... 727 48" BELT.... 327
Q "
=

SECTION C-C
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ITEM | QTY. |PT. # DESCRIPTION ITEM | QTY. |PT. # DESCRIPTION
0A 1 €L-13150 | PRIMARY BELT CLEANER: MARTIN 36" QC1+PV w/ TENSIONER ONE 36" x 100'-0" RADIAL STACKER RUNNING © 350FPM
0B [ A 1 STRUCTURE: 42" DEEP TRUSS CONSISTING OF THE FOLLOWING:
oc <3"x3"x1/4" CORDS ~ <2"x2°x3/16" LATTICE
B 1 FHB-21942 | HEAD PULLEY: PPI PRO 16”x38"x3—7/16" (XT35) , 1/2" HB LAGGED
oD 1 sW-30100 | SAFETY STOP SWITCH: CCC RS—1 SAFETY STOP SWITCH w/ PULL CORD c 1 HEAD SHAFT: KEYED 3-7/16" C—1045
OF D 2 | BR-10232 | HEAD BEARINGS: DODGE 3-7/16" SCM PILLOW BLOCKS
OF E 1 PW-23728 | JAIL PULLEY: PPl 14"x38"x2—15/16" (XT30). WING
F 1 TAIL SHAFT: PLAIN 2-15/16" C—1045
06 [ 2 |Br-10142 | TAIL BEARINGS: DODGE 2-15/16" SCM PILLOW BLOCKS
H 2 | Tu-34080 | TAKE-UP: HOOVER LD50—24
OH | 1 EN-17120 | MOTOR: 20HP TEFC 230/460/3/60 — 1800RPM
J 1 pr-28s16 | REDUCER: DODGE TA4207H15
ol K 1 Pr-28631 | TORQUE ARM: DODGE TA4207RA
oJ L 1 PT-28618 | REDUCER BUSHING: DODGE TA4207TB x 2-7/16"
M 1 PT-28622 | MOTOR MOUNT: DODGE TA4207MM
N 1 Pr-28628 | BACKSTOP: DODGE TA4207BS
0 1 \D-324%5 | MOTOR SHEAVE: 3B 6.0 — SD x 1-5/8"
IMPACT PRO: HOOVER 36°020° x 4'—0" IMPACT PRO P 1 \B-32480 | REDUCER SHEAVE: 38 9.4 — SK x 1-7/16"
Q 3 w-32895 | V—-BELTS: BX85
R 1 Pr-26825 | BELT GUARD: DODGE TA4207BG
s 210'-0" BELTING: 36" x 210'—0" 3PLY , 330PW , 3/16" x 1/16"
T 2 R-15664 | 20" IDLERS: PPl 36" CEMA C5 SEALED
Y 22 | R-15670 | 35 IDLERS: PPl 36" CEMA C5 SEALED
v 9 IR-16676 | RETURNS: PPl 36" CEMA C5 SEALED w/ 4—1/2° DROP BRACKETS
w 2 RETURN NIP GUARD: HOOVER STANDARD
X 1 TAIL HOPPER: HOOVER STANDARD RADIAL STACKER
- Y 1 GUARDING: HOOVER STANDARD TAIL, SHAFT & PINCH POINTS
/‘ z 1 UNDERCARRIAGE: HOOVER STANDARD RADIAL STACKER PIN SET
M 1 RAISE/LOWER: HOOVER STANDARD MANUAL PIN SET 13-18 DEGREES
BB 1 AXLE: HOOVER STANDARD 14'—0"
! cc 1 PIVOT PLATE: HOOVER STANDARD RADIAL STACKER
1 Lot PAINT: HOOVER STANDARD GRAY
ey SHOP ASSEMBLY: HEAD , TAL , & DRIVE COMPONENTS
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33’-1 9/16” HIGH POSITION

24’-10 1/8” LOW POSITION
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JOB

2’-11 15/16”

2’-11 7/16” HIGH POSITION
95’-5 7/16” LOW POSITION

10410

SUPERIOR CONTRACTING
36" x 100'-0" RADIAL STACKER
GENERAL ARRANGEMENT

[00
THIS PRINT IS THE PROPERTY OF HOOVER
CONVEYOR & FABRICATION CORP. AND IS
LOANED TO YOU SUBJECT TO RETURN ON
DEMAND, UNLESS OTHERWISE AGREED TO
IN WRITING BY HOOVER CONVEYOR &
FABRICATION CORP.. IT'S CONTENTS ARE
CONFIDENTIAL AND MUST NOT BE COPIED
OR_SUBMITTED TO ANY THIRD PARTY FOR
USE OR EXAMINATION...

Col ht 2000 “Hoover Conveyor
? Fuhmnn Corp.” All rights reserved..

SERIAL # 0321 — 3505
MODEL # RST36 — 100

AS PURCHASED
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@ SHOP FABRICATION
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HOOVER CONVEYOR & FABRICATION CORP.
MEYERSDALE , PA 15552 ~ PHONE (814) 634 5431
DRAWN BY: n&.

SCALE: 1/4” = 12°

DATE: 03-06-2020 REVISED: _NonE
36” x 100’-0" RADIAL STACKER
DWG. NO.

DETAILS: _ GENERAL ARRANGEMENT
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