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OPERATION AND MAINTENANCE MANUAL 

VINCENT SCREW PRESS

MODEL: KP-24S
SERIAL # 19029
Manufactured by:

VINCENT CORPORATION

2810 5TH AVENUE

TAMPA, FL  33605, U.S.A.

PHONE: 813-248-2650

FAX; 813-247-7557

E-MAIL: vincent@vincentcorp.com

PARTS LIST

Serial # 19029
Model  KP-24S
	ITEM
	DESCRIPTION
	Qty



	A
	Main Drive, Motor, Baldor, CAT #CECP4115T, S/N C1902011297,
50HP, 230/460 Volts, 3Ph, 324TC, 1775 RPM, 60Hz

	1

	B
	Main Drive, Reducer, NORD SK 9382 VZVLN320TC, 
S/N 202540097-100 30574537; 83:1 Ratio, 5.25 Bore Dia.

	1

	C
	Coupling, Rigid Size 4.5F, 5.25 Dia with 1.25” Keyway width 


	1

	D
	Shaft Seal, J/M, Oil Seal #16922 LUPW



	2

	E
	Main Screen Frame, WW B-9 .375, .012-.014 Slot Width  - Vincent

	2

	F
	Discharge End, Rex Flange Bearing MF – 5408Y-S

	1

	G
	Screw, 16" Feed Zone Pitch – Vincent


	1

	H
	Air Cylinder, TRD CYL-10131439, 8" Bore, 16" Stroke

	2

	I
	Air Valve, 4-way, Parker #PL-25


	1

	J

K

L
	Air Filter, Regulator with gauge, Parker Lg 1/2" #06E12A13AC
Brass H ¼-W-6504 Spray Nozzles

Brass 1/8-HH-8W Spray Nozzles


	1

30

8


� EMBED AutoCAD.Drawing.15  ���








KP-24                                                

2

_890623733

_1258188716.dwg

