
Manufacturer : HYSTER  
Model : H 32.00 FY - 16 CH  
Power type : DIESEL
Capacity : 32 TON  
Load center (c) : 1.600 mm 
Load distance (x) :    914 mm
Wheel base (y) : 5.730 mm

Weight : 48.000kg 
Axle loading : front 73.550kg  / rear 7.650kg  
Axle loading (empty) : front 30.450kg  / rear 19.750kg

Tires : Pneumatic  
Tire size (front) : 16.00 x 25 - 32PR  
Tire size (rear) : 16.00 x 25 - 32PR  

Track wide (b10) : 2.950 mm (front) 
Track wide (b11) : 2.390 mm (rear) 

Mast tilt : forward 6°  /  backward 10° 
Height (mast lowered)  (h1) : 5.060 mm 
Free-lift  (h2) : 1.440 mm
Height twistlocks (h3) : 8.430 mm 
Height (mast extended)  (h4) : 9,770 mm
Cabin height (h6) : 3.450 mm
Seat height   (h7) : 2.320 mm 
 
Horizontal spreader move  (c1/c2) : front 1.370mm  / back 1.580mm 

Total length incl. spreader (l1) : 10.250 mm
Length w/o spreader platform (l2) :   8.830 mm
Total width w/o spreader (b1/b2)  :   3.380 mm 
Total width incl. spreader :   6.050 mm 
Turning radius :   7.850 mm

Max travel speed : including load 25km/h  / empty 25km/h  
Lift speed : 0,22 m/s (load)  / 0,50 m/s (empty) 
Lowering speed : o,45 m/s (load)  / 0,33 m/s (empty)  
Nom. drawbar pull : 198 N (load) / 198 N (empty) 
Max. drawbar pull : 230 N (load ) / 198 N (empty)  

Service brakes : Hydraulic  
Engine manufacturer : Cummins 6CT8.3  
Output : 160kw  
Speed : 2500rpm  
Number of cylinders / displacement : 6 / 8.267  

Clutch : Torque converter  
Working pressure (hydraulics) : 200 bar  


