PM6 Overview

General
90” trim 1225 feet per minute right hand configured fourdrinier paper machine, designed to run 43# to 140#/3300 sq. ft. release liner, label.  Will produce approximately 60 TPD Bond, 60 TPD Release Liner, 85 TPD Face Sheet, or 100 TPD Medium. 
Headbox

Voith W-6000 hydraulic headbox with air pad, new in 1978.  97” deckle, 103” wire width.  
370-1225 fpm speed range.   3 stage Sprout Bauer 606H centricleaners. 
Fourdrinier

1978 Sandy Hill 103” knockdown style fourdrinier.  36’ breast roll to couch centerline.  
20” rubber covered breast roll with Rice Barton breast roll shake.

Johnson FB36 forming board, 3 Johnson F46 and 3 Johnson F39 foil units (All New in 1978)


Johnson model OF450 orthoflo unit, Johnson OF930 orthoflo unit (All New in 1978)

5 Johnson model SB-8 suction boxes (All new in 1978)

7 Johnson vacuum controllers (New in 1978).      24” diameter dandy roll (New in 1978)

1973 Beloit 30” diameter Couch roll.  8” suction box and 112” width.

Press Section

1978 Sandy Hill 103” wet press section.  
1st press is 250 pli bottom felted. 22”X107” Manchester suction roll, 20”X103” plain top roll.
2nd press is 300 pli bottom felted press with 20” diameter rolls, vented on bottom and plain top.
3rd smoothing press is 180 pli unfelted with 18” diameter rolls. 

Main Dryers:  40 dryers in total, 48” in diameter, 90” face, and 110” bearing centers, 75 psi.
12 dryers are ASME coded with anti-friction bearings

28 dryers have ASME coded heads.

Open gear driven with rotary steam siphons.

Size Press

Inclined Mancheser size press (Rebuilt in 1978).  90” face width with 110” bearing centers.

After Size Dryers:  12 dryers in total, 48” diameter, 90” face width with 110” bearing centers.
6 dryers are ASME coded with anti-friction bearings.

6 dryers have ASME coded heads with anti-friction bearings.

Drive

GE sectional electric drive.  460V DC.

Calendar

Beloit 2 roll calendar stack (1974/1978) with crown control.
Reel

Beloit 3200 reel (Rebuilt 1996) with 9 reel spools.

Winder

Cameron 2 drum winder (Rebuilt in 1978)

Tidland slitter system (New 1995)

Roll turntable and roll stops (New in 1996)
