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Refuse/Recycling compactors for every need & budget ! 

Sani-Tech Stationary Compaction Systems use detachable, Roll-Off, 
Receiver Bodies (10 to 47 yard capacities) to store compacted  
material prior to hauling.  They are ideal for processing moderate to 
high volumes of wet and dry materials because they’re 100% sealed 
and liquid tight when the components are together.  Since the  
Receiver Bodies are the only parts that get handled by the Waste 
Hauler, high quantities of material can be disposed of and the greatest 
possible savings can be achieved. 
 

Sani-Tech Front-Load Compaction Systems use detachable Receiver 
Bodies (2 to 6 yards capacities) that are emptied by standard Front-
Load Garbage Trucks on site.  They are ideal for processing low to 
moderate volumes of wet and dry materials because they are also 
100% sealed and liquid tight when the components are together.  
Since the Receiver Bodies never leave the site, waste removal  
downtime is minimal. 
 

The revolutionary design of our Stationary and Front-Load  
Compaction Systems provides superior wet and dry material 
containment.  This is accomplished using fully gasketed Material 

Standard System Features:     Options:  

Abrasion Resistant, 
Alloy Steel Augers 
with High Performance 
Roller Bearing  
Systems and  
Replaceable End 
Wear Plates to  
ensure long life and  
dependable service. 

All-Electric Drive  
Systems that operate 
clean and quite  
regardless of ambient  
temperature. 
 
5 to 40 horsepower 
models that operate 
on 208-480 V.A.C. 
 
No Hydraulics! No 
mess! No fines! 

UL Listed Control 
Panels with 3/4 Full 
Lights, Adjustable  
Run Timers, Keyed  
Forward/Reverse 
Switches and E-Stops.  
 
Call us for additional 
options! 

Heavy-Duty, Liquid 
Tight Construction 
and Seals ensure 
sanitary operation and 
long, dependable life. 
 

Receiver Bodies 
 
2 to 6 yard Front-
Load and 10 to 47 
yard Roll-Off  
Compaction Bins with 
lots of options to 
choose from like Fire 
Hose Ports, Liquid 
Tight Seals, By-Pass 
Doors, Viewing  
Windows, and more! 

Discharge Nozzles that penetrate 9” through relatively small, round, 
intake openings in our Receiver Bodies.  Liquids are easily contained 
due to the auger’s inherent mixing quality coupled with variable depth 
Receiver Body sumps.  In applications where wet material volumes 
are extreme, fully integrated drain systems could be installed to allow 
liquids to escape in a safe and controlled manner prior to hauling.  This 
would reduce the overall weight of the compacted material thereby 
increasing the amount of refuse that could be processed as well as 
yielding significant cost savings. 
 

The small, round, intake openings in our Receiver Bodies play another 
very important role.  Due to their small size, material spillage is virtually 
eliminated during Compactor separation!   
 

The value of these features can’t be stressed enough - By effectively 
controlling liquid waste and material spillage our Stationary and Front-
Load Compactors could be easily used in lieu of traditional Self-
Contained systems.  In doing so, larger Receiver Bodies ccould be 
used, more trash could be hauled, hauling frequencies could be 
reduced and tremendous savings can be realized! 

Stationary and Front-Load Auger Compactors  



Sani-Tech Self-Contained Compaction Systems consist of  
Compactor and Receiver Bodies (10 to 35 yard capacities) that 
have been permanently welded together to form units that are 
always 100% sealed and liquid tight.  This makes them ideal for 
those who don’t want to, or simply can’t, deal with any material 
spillage regardless of how little. 
 

As a general rule, Self-Contained Compaction Systems should 
only be considered when cleanliness and sanitation are the 
highest priority because the weight of the Compactors, in  
conjunction with their Receiver Bodies, severely limits usable 
Receiver Body capacities, which greatly educes the amount of 
material that can be disposed of and potential savings. 
 

Nine times out of ten, Stationary Compaction Systems can be 
used in place of Self-Contained models due to their exceptional 
liquid containment qualities and minimal separation spillage.   
 

Please call us for more information! 

Due to their inherent pre-crushing ability 
and unidirectional operation, Auger–Type 
Compactors deliver the best material 
processing value in the industry.   

Typically 5 times faster than conventional 
Hydraulic Compactors, they can pack 2 
to 3 times more material into standard  
Roll-Off and Front-Load Containers with 
ease.  This translates into fewer pick-ups 
and more money in your pocket! 

In addition to greatly reducing material 
hauling costs, our easy to use Auger-
Type Compactors significantly reduce 
operational costs by: 

• Reducing waste handling labor costs. 

• Processing oversized and/or bulky  
materials like pallets and cardboard 
quickly and efficiently. 

• Processing wet and dry materials 
safely and sanitarily. 

• Reducing downtime and sercive  
costs becasue they’re virtually 
maintenance free. 

• Providing security against material 
tampering and unauthorized  
material disposal. 

• Providing features that enhance  
operator safety and security. 

• Minimizing equipment power  
requirements and associated costs. 

Sani-Tech Auger Compactors have 
proven themselves to be the fastest, 
most productive, economical, sanitary 
and reliable refuse compactors on the 
market today.  With hundreds happy and 
loyal customers, the Sani-Tech name 
has become synonymous with quality, 
versatility and excellence! 

Built tough to save time, energy and money! 

Chutes & Hoppers 
 
Compactor loading 
has never been easier 
with 15 different Chute 
and Hopper styles to 
choose from.  For 
unusual applications, 
our talented staff of 
engineers can design 
one to suit your 
needs. 

Custom Engineering 
 
Our engineering and 
manufacturing  
flexibility allows us to 
customize, modify and  
fabricate equipment to 
fit virtually any  
application. 

Cart Dumpers 
 
To handle portable 
load collection  
systems we offer a 
wide selection of 
Dumpers to choose 
from: Leach Bar , 
Front-Load, Bottom 
Pocket, Tip Cart and 
Bucket type just to 
name a few.   

Self-Contained Auger Compactors  



The Auger is the Answer! 

Refuse and Recycling Compactors convert large volumes of material into smaller ones.  Reduced 
material volumes translate into reduced waste hauls and substantial reductions in waste disposal 
costs .  While all waste compactor manufacturers strive to accomplish this task, only Sani-Tech  
Auger Compactors, with their fast processing times and pre-crushing abilities, consistently produce 
the greatest savings and best overall value.  This is how it works... 
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The Ram pushes 
material without 
affecting its shape 
or size. 

Material flattens but fails to fill 
container completely leaving 
lots of air space. 

High Compaction Zones 

The large, rectangular, opening in the Receiver Body produces  
significant trash spillage upon Compactor separation, resulting 
in lots of clean up. 

The small, round, opening in the Receiver Body greatly 
reduces trash spillage upon Compactor separation, resulting in 
minimal clean up.   

The Auger tears and 
breaks material  
making it more  
compressible. 

Shredded material 
produces uniform 
compaction which  
results in higher net 
weights, fewer hauls 
and the greatest  
possible savings. 

Contact us today for a FREE Waste Cost Analysis!  
Let us compare your current system with a state-of- the-art Auger Compaction System   

and we’ll prove to you how much money you could sav e! 
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