Riedell Chiller
Model:PC16011
M61.98209

S/N: 322589

Kiinlaggregat
Ausstattung

Auftrags - Nummer
Baujahr
Kohlaggregat- Typ

Technische Daten
Kiltemittel

Betriebsspannung V/PH /Hz
Nutzkalteleistung

bei Umgebungstemperatur
und Wasseraustrittstemperatur
max Regelabweichung
Wasserumlaufmenge

Freier Pumpendruck

min. Umgebungstemperatur
max. Umgebungstemperatur
Tankinhalt

Wasserkrelslauf
Primar - Pumpe
Sekundir - Pumpe
Smventil
Manometer
1-stufiger Schwimmerschalter
Tankentleerung
Isolierung Tank

Isolierung Wasserleftungen und Pumpe(n)

Grenzwertibervachung max.
Tankheizung

Cu-Verrohrung Wasserkreislauf
s e ot

AL,

ohrung \

Elektrik

Sammelstormeldung
Sequenzumschaltung
Schaltschrankheizung
Pumpenfrostschutzsteuerung EIN

Pumpenfrostschutzsteuerung AUS

Schutzklasse

Kahlluftkreislauf
Verflissigerschutzgitter
sitzlich mit Luftfilt

Sonderausstattung
HeiRgas - Bypass
...mit Magnetventil

Aligemein
Betriebsanleitung
Aufstellung AUSSEN
Verpackung VERSCHLAG
Lackierung STANDARD
Beschilderung RIEDEL

Process Cooler
Optional equipment

Order number
Manufacture year
Process Cooler - Type

Technical Data

Refrigerant

Operating voltage V/PH/Hz
Refrigeration capacity

by Ambient temperature

and water outlet temperature
max. Temperature accuracy
Water flow rate

Fluid delivered pump pressure
min. Ambient temperature
max. Ambient temperature
Tank volume

Water Circuit

Primary pump

Secondary pump

Pressure relief bypass valve
Water pressure gauge
1-stage level float switch
Water reservoir discharge
Insulation tank

Insulation of water pipes and pump(s)

Limit value monitor max.
Water reservoir heater

Cu-components for water pipework
PVC

forwater pip:

Elekirical System

Common alarm

Sequence selector

Control cabinet - Heater
Pump antifreeze control ON
Pump antifreeze control OFF
Type of enclosure

Cooling Air Supply
Protective condenser grill

...addttional with cond. particle filter

Special version
Hot Gas - Bypass
..with solenoid valve

General

Operation manual
Installation outside
Packing crate

Finish standard colour
Labelling RIEDEL

98209
2012
PC1601.1IMELZA

R407C
460/3/60
kW 163
C xR
“C 20
=K 1
m*h 10
bar €2
C 5
°C <3
! €00
Tyw CM25-1
Typ CM10-3
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Chiller approximate
removed for tool

removal.
UnitedSiC will

disconnect the
facilities and

electric

connections.
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electric at the wall).




