KARCHER

ID 130/22 WITH ARM

Mobile, three-phase powered industrial dust collector ID 130/22 with extraction arm for vacuuming fine shavings and hazardous
dusts (OEL > 0.1 mg/m?). Equipped with a resistant steel casing and designed for low-maintenance use.

Made in Germany

0-24h

Order no. 9.990-920.0
= Ready for immediate use thanks to suction arm
= Very quiet IE3 radial fan

= 170-litre stainless steel collection container

Technical data
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EAN code 4066529201317
Number of current phases Ph 3

Voltage \") 400
Frequency Hz 50

Air flow I/s/m*/h 370/ 1329
Vacuum mbar /kPa 33/33
Container capacity | 170

Rated input power kw 22
Vacuuming type Electric
Filter area m? 9
Connection nominal diameter DN 140
Sound pressure level dB(A) 75

Main filter dust class M

Weight without accessories kg 182
Weight incl. packaging kg 182.6

Dimensions (L x W x H) mm 1170 x 780 x 1580



Designed for dust class M for high
occupational safety

= Dust class M filter engineering for vacuuming
hazardous dust (OEL > 0.1 mg/m°).

KARCHER

Simple and safe emptying without Low-dust emptying system for hazardous

removal of drive head dusts of dust class M (OEL > 0.1 mg/m?)

= Set-down trolley and rolling container for = Dust-free emptying thanks to PE sack with
ergonomic emptying. integrated closing mechanism.

= Simple disposal of dust in a PE sack.
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ACCESSORIES FORID 130/22 WITH ARM

9.990-920.0
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Order no. Description
FILTERS
Cartridge filter
Cartridge filter 9m?, Kat."M", ID 130/2 ‘ 1 ‘ 9.980-229.0 ‘ ‘l
EMPTYING SUPPORTS
Emptying bags
Disposal bag PE ID130/22 150 | ‘ 2 ‘ 9.980-828.0 ‘ ‘l
ZUBEHOR ENTSTAUBER
Hose clip 8140-160x12mm 319.979-975.0 O
Suction hose lightweight DN 140 Typ "D" 419.980-671.0 E
Hose connection stud DN 140 519.982-708.0 E
Tension ring zinc-plated DN 140 6| 9.982-846.0 E
Border sealing ring DN140, fur 2mm R, E 7 19.987-997.0 E

B Included in the scope of supply.

[ Available accessories.
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