
LT 380/36 BP
Ideal for hard-to-reach places, but also good for flat areas: Our high-performance LT 380/36 Bp battery powered lawn trimmer is

extremely adaptable and comfortable to handle.

Order no. 1.042-502.0

Technical data

EAN code 4054278634333

Battery platform 36 V battery platform

Line diameter mm 1.6

Thread extension Automatic press system

Trimmer line geometry Round, with recesses

Speed regulation yes

Speed rpm Level 1: 4600 / Level 2: 5600

Cutter Line head

Cutting diameter cm 38

Voltage V 36

Run time per battery charge min
max. 35 (6.0 Ah) / max. 45
(7.5 Ah)

Weight without accessories kg 3.5

Weight incl. packaging kg 5.6

Dimensions (L × W × H) mm 1780 × 360 × 250

Scope of supply

Additional handle

Shoulder strap

Hex key

Coil
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Ergonomic, round grip

■ Enables you to work in comfort.

■ Can be individually adjusted for each user.

Robust trimmer head

■ Simply push the trimmer line by pressing the

head on the ground.

■ Convenient, easy line loading.

Variable speed

■ Can be adapted to the particular usage.

■ Extended runtime.
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Order no. Description

MACHINE ACCESSORIES

Shoulder strap universal 1 2.042-016.0 Ergonomic and convenient universal shoulder strap. For long, fatigue-free work with leaf blowers,
lawn trimmers or multi-tools from Kärcher.



Trimmer head incl. 1.6 mm 2 2.042-028.0 Robust, durable trimmer head (double cord head) with 1.6 mm trimmer cord and automatic tipping.
Simple cord tipping and assembly. For fast and efficient mowing and cutting work.



Trimmer line 1.6 mm, 15 m 3 2.042-023.0 Durable 1.6 mm trimmer cord (15 m) with high cutting performance and low wear, therefore low
noise when mowing. Round, with recesses.



Trimmer line 2.0 mm, 15 m 4 2.042-024.0 For top mowing results: 15 m round trimmer cord, 2.0 mm, with recesses. High, durable and
low-wear quality for low-noise working.



Trimmer line 2.0 mm, 50 m 5 2.042-025.0 High-quality and low-wear trimmer cord, 2.0 mm, round, with recesses. Length: 50 m. For efficient,
low-noise mowing and top results.



Trimmer line 2.4 mm, 10 m 6 2.042-026.0 10 m long round trimmer cord with recesses, 2.4 mm diameter. For top mowing results, low-noise
working. Durable, low-wear quality.



Trimmer line 2.4 mm, 44 m 7 2.042-027.0 Our 44 m long trimmer cords with diameter of 2.4 mm are characterised by high cutting
performance, low-noise mowing and low wear. Round design with recesses.



BATTERIES

Battery Power 36/50 8 2.445-031.0 36 V / 5.0 Ah Battery Power exchangeable battery with innovative Real Time Technology incl. LCD
display to show the battery level. Suitable for all devices on the 36 V Kärcher battery platform.



Battery Power+ 36/75 9 2.445-043.0 A capacity of 7.5 Ah guarantees long runtimes for the Battery Power+ 36 V lithium-ion battery.
Very powerful, with Real Time Technology via LCD display and protection against overcurrent.



Battery Power+ 36/60 10 2.042-022.0 Extremely powerful Battery Power+ 36 V lithium-ion battery with a capacity of 6.0 Ah for a long
runtime. With innovative Real Time Technology via LCD display and voltage monitoring.



BATTERY CHARGERS

Fast charger Battery Power+ 36/60 11 2.445-045.0 Charge all 36 V Kärcher Battery Power and Kärcher Battery Power+ lithium-ion batteries with max.
6 A charging current: Quick charger with LED operating status indicator. Easy wall mounting.



STARTER KIT

Starter kit Battery Power+ 36/75 12 2.445-070.0 Starter Kit Battery Power+ 36/75 with 2 36-V/7.5-Ah batteries and 36-V quick charger for our 36
V Kärcher Battery Power and Kärcher Battery Power+ battery platform devices.



Starter kit Battery Power+ 36/60 13 2.445-071.0 Kärcher Battery Power+ 36/60 Starter Kit for all machines in the Kärcher 36 V Battery Power+
battery platform. Scope of delivery: 2x 36 V/6.0 Ah batteries and the compatible 36 V quick
charger.



 Included in the scope of supply.      Available accessories.     

ACCESSORIES FOR LT 380/36 BP
1.042-502.0
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