KARCHER

IVR-L 100/40 SC

[VR-L 100/40 mobile liquid and swarf vacuum suitable for a wide range of applications. Reliably and safely vacuums up oils,
cooling emulsions and fine and coarse (metal) swarf.

Order no.

= User-friendly set-down mechanism

= Visual filling level indicator

9.989-401.0
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Technical data

EAN code

Number of current phases
Voltage

Frequency

Air flow

Vacuum

Container capacity

Rated input power
Vacuuming type

Connection nominal diameter
Accessory nominal diameter
Main filter dust class

Filter area for main filter
Sound pressure level

Cable length

Weight without accessories
Weight (with accessories)
Weight incl. packaging
Dimensions (L x W x H)
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Made in Germany

0-24h
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HIGH EFFICIENCY
MOTOR

Container emptying: Set-down trolley



Simple and safe emptying without
removal of drive head

= Set-down trolley and rolling container for
ergonomic emptying.

KARCHER

Convenient, manual and safe draining of
liquids

= Drain hose on the container for safe draining of
oils and coolants.

= Filling level indicator on the drain hose and
machine to prevent overfilling.

Low-noise operation

= Quiet operation thanks to sound-damped drive
unit.
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ACCESSORIES FOR IVR-L 100/40 SC

9.989-401.0
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Order no. Description

FILTERS

Surface filter

Surface filter PE L 0.45 m? 1 ‘ 9.988-256.0 ‘ ‘l

OTHER ACCESSORIES

Baffle plate @ 517 mm 2 ‘ 9.980-857.0 ‘ Baffle plate made from plastic with 517 mm diameter for containers and tanks. ‘ | |

HANDLES

Handle DN50, curved 3 ‘ 9.977-678.0 ‘ Electroconductive and 45° curved handle made from stainless steel. Inner cone DN 50. ‘ O

NOZZLES

Standard nozzles

Standard PVC nozzle DN50 419.989-673.0 | Electroconductive standard PVC nozzle. DN 50. g

Standard nozzle silicone DN50 59.988-402.0 d

Standard nozzle cuttable rubber DN50 6| 9.989-675.0 | Standard nozzle, electroconductive, made from cuttable rubber. DN 50. 0

Standard aluminium nozzle DN50 7 | 9.980-749.0 | Diagonal nozzle made from anodised aluminium, electroconductive, DN 50. |

Flexible standard nozzles

Standard nozzle flexible PVC DN50 819.981-421.0 | Electroconductive, flexible round nozzle made from galvanised steel, DN 50, with rubber O
mouthpiece DN 30.

Standard nozzle, flexible, angled 90° PP DN50 9 19.981-430.0 | Flexible, electroconductive angled nozzle, DN 50, length: 800 mm. Od

Floor nozzles

Aluminium floor nozzle 200 mm DN50 10| 9.981-426.0 | Floor nozzle, DN 50, with 200 mm suction width. |

Aluminium floor nozzle 370 mm DN50 11| 9.989-664.0 | Floor nozzle. 370 mm, made from aluminium. DN 50. O

Aluminium floor nozzle 500 mm DN50 12| 9.989-684.0 | Floor nozzle, 500 mm, made from aluminium. Electroconductive. DN 50. O

Crevice nozzles

Crevice nozzle PP 15 mm x 145 mm DN50 1319.988-117.0 | Electroconductive, flat multi-purpose crevice nozzle made from plastic, DN 52. O

Crevice nozzle 18 mm x 120 mm DN50 14| 9.981-442.0 | Electroconductive crevice nozzle made from sheet steel, DN 50, with 17 mm slot width. O

B Included in the scope of supply. [ Available accessories.
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ACCESSORIES FOR IVR-L 100/40 SC

9.989-401.0
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Order no. Description
NOZZLES
Crevice nozzles
Crevice nozzle 25 mm x 120 mm DN50 ‘ 15 ‘ 9.981-465.0 ‘ Electroconductive crevice nozzle made from sheet steel, DN 50, with 25 mm slot width. ‘ O
Flexible crevice nozzles
Flexible crevice nozzle silicone 65 mm DN50 ‘ 16 ‘ 9.988-403.0 ‘ Flexible crevice nozzle made from silicone, DN 50. ‘ ]
Surface nozzles
Silicone surface nozzle 120 mm DN50 17 1 9.988-119.0 | Electroconductive rubber nozzle, angled, DN 50, suitable for use with foods. O
Aluminium surface nozzle 150 mm DN50 18 | 9.989-665.0 | Surface nozzle, 150 mm, made from aluminium. DN 50. O
Liquid nozzles
Liquid nozzle 900 mm DN50 ‘ 19 ‘ 9.981-427.0 | Bypass nozzle, DN 50, overall length: 1000 mm. |
Borehole nozzles
Blind hole nozzle DN40 20| 9.989-671.0 | 90° curved blind hole nozzle with 60 mm diameter. O
Blind hose nozzle angled 60° DN40 21 [9.989-669.0 | 90° curved blind hole nozzle with 48 mm diameter. DN 40. O
Blind hole nozzle angled 90° DN40 22 (9.989-667.0 | 90° curved blind hole nozzle with 60 mm diameter. DN 40. O
Blind hose nozzle angled 90° 200 mm 23]9.989-670.0 | 90° curved blind hole nozzle with 48 mm diameter. DN 40. O
extension DN40
BRUSHES
End brushes
End brush @ 82 mm DN50 ‘ 24 ‘ 9.989-608.0 | Electroconductive end brush with 82 mm diameter. DN 50. ]
HOSES
Hose installation sets
Hose installation kit DN50 25 | 9.989-628.0 | Multipiece hose connection kit, DN 50. O
Hose connection kit, stainless steel AISI 304 26 | 9.989-987.0 | Hose connection kit in nominal width DN 50, made of stainless steel. Contents: 1 hose connection |[]
DN50 piece, 1 hose connection (rotating), 2 hose clamps, 2 hose end pieces (black), 1 flat bag (PE plastic).
Hose connection kit, DN50 AISI 304 FDA 27 | 9.990-346.0 | FDA-compliant hose connection kit in nominal width DN 50, made of stainless steel. Contents: 1 O
hose connection piece, 1 hose connection, 2 hose clamps, 2 hose end pieces (white), 1 flat bag (PE
plastic).
PU hoses
Hose PU, hose connectors stainless steel, 2819.989-968.0 O

DN 503 m

O Available accessories.
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ACCESSORIES FOR IVR-L 100/40 SC

9.989-401.0
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Order no. Description

HOSES

PU hoses

Hose PU, hose connectors stainless steel, 29 | 9.989-969.0 O

DN505m

Hose PU FDA, hose connectors stainless steel, | 30| 9.989-973.0 O

DN503m

Hose PU FDA, hose connectors stainless steel, | 31 | 9.989-974.0 O

DN505m

Hose PU FDA DN50 15 m, without connectors | 32| 9.989-975.0 O

Hose PU DN50 3 m 33]9.989-619.0 | Oil-resistant, electroconductive PU hose, DN 50. Suitable for abrasive suction media and O
temperature-resistant up to 80 °C. Length: 3 m.

Hose PU DN50 5 m 34 19.989-620.0 | Oil-resistant, electroconductive PU hose, DN 50. Suitable for abrasive suction media and O
temperature-resistant up to 80 °C. Length: 5 m.

PU hose DN50 15 m without connectors 351 9.989-638.0 | PU hose without tap adapter, DN 50. Electroconductive and temperature-resistant up to 80 °C. O
Length: 15 m.

ME-PU-hoses

Hose ME-PU DN50 3 m 36 | 9.989-623.0 | Electroconductive, oil-resistant ME-PU hose, DN 50. Suitable for abrasive suction media and O
temperature-resistant up to 110 °C. Length: 3 m.

Hose ME-PU DN50 5 m 37 19.989-625.0 | Electroconductive, oil-resistant ME-PU hose, DN 50. Suitable for abrasive suction media and O
temperature-resistant up to 110 °C. Length: 5 m.

ME-PU hose DN50 15 m without connectors 38 |9.989-641.0 | Electroconductive, oil-resistant ME-PU hose without tap adapter, DN 50. Suitable for abrasive O
suction media and temperature-resistant up to 110 °C. Length: 15 m.

ADAPTERS / REDUCERS / DISTRIBUTORS

Reducers/expanders

Reducer DN 70 to DN 50 39(9.977-772.0 O

Reduction DN50 to DN40 40 | 9.981-231.0 | Reducer from DN 50 to DN 40. Material: Steel. Electroconductive. O

Expander

Expansion DN50 to DN70 41 ‘ 9.981-921.0 ‘ Reducer from external cone DN 50 to internal cone DN 70. Material: Steel. Electroconductive. ‘I:I

Distributor

Y-piece fitting DN50 to DN40 42 ‘ 9.981-149.0 ‘ Manifold, electroconductive, steel, DN 50/40/40. ‘I:I

O Available accessories.
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ACCESSORIES FOR IVR-L 100/40 SC

9.989-401.0

45 46-50
Order no. Description

PRE-SEPARATORS
Pre-separator
Pre-separator Tc Op liguids 125 | DN70 43]9.989-686.0 | 125 litre pre-separator, DN 70.
Pre-separator Ef solid materials 100 | DN70 44 19.982-238.0 | Mobile pre-separator station with 100 | capacity and discharge flap.
Pre-separator drum 200 | 451 9.989-685.0 | Standard drum which complies with the I1SO 15750-2 standard.
Pre-separator lid
Pre-separator lid DN 50, for 200 | drum 46 | 9.981-659.0
Pre-separator cover Op liquids @ 517 mm 47 1 9.981-666.0 | Pre-separator cover DN 70. Suitable for containers with 517 mm diameter.
DN70
Pre-separator cover Op liquids @ 575 mm 48 | 9.981-662.0 | Pre-separator cover DN 70 for 200 litre standard drum (9.989-685.0).
DN70
Pre-separator cover solid materials @ 517 mm | 49 | 9.981-665.0 | Pre-separator cover DN 70. Suitable for containers with 517 mm diameter.
DN70
Pre-separator cover solid materials @ 575 mm | 50 | 9.981-661.0 | Pre-separator cover DN 70 for 200 litre standard drum (9.989-685.0).
DN70

O Available accessories.

IVR-L 100/40 Sc, 9.989-401.0, 2026-10-02



