
1510/1530
DUAL  MODE C ARPET  EXTRACTOR

  �Simple, one button operation to start cleaning

  Operators consistently clean at the proper pace with locked in 
top cleaning speeds

  �Dual modes deliver effective deep cleaning for maximum soil  
removal and interim surface cleaning with shorter dry times

C R E A T I N G  A  C L E A N E R ,  S A F E R ,  H E A L T H I E R  W O R L D .
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CLEAN FASTER WITH FEWER EMPTIES

Extend your clean time and cover up to 4,500 ft2 / 418 m2 per  

hour with the wide cleaning path (19 in / 482 mm) and extra-large 

recovery tanks.

SIMPLE AND CONSISTENT OPERATION

Easy to use one button controls enable you to start cleaning with  

the touch of a button. Locked-in top cleaning speeds enable you  

to consistently clean at the proper pace.

MAXIMIZE YOUR MOBILITY

Cord free (1510) and electric cord (1530) operation along with  

a compact size provides maximum mobility.

SEEING IS BELIEVING
For a demonstration or additional information,  

call +1.800.553.8033 or email info@tennantco.com

Tennant
701 North Lilac Drive
Minneapolis, MN 55422 USA

USA/Canada: +1.800.553.8033
Quebec: +1.800.361.9050
Overseas: +1.763.540.1315

www.tennantco.com
info@tennantco.com
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CLEANING SYSTEM 	  

Cleaning path	 19 in / 482 mm 

BRUSH DRIVE SYSTEM 

Brush motor (2)
   1510	 0.2 hp / 0.15 kW 
   1530	 0.25 hp / 0.19 kW
Brush speed	 2,800 rpm 
Brush bristle type	 Nylon

SOLUTION SYSTEM  

Solution tank capacity  
   1510	 21 gal / 79 L 
   1530	 30 gal / 114 L
Solution flow rate	 1 gpm / 3.8 l/min
Solution pump	 100 psi / 6.9 bar max

SOLUTION/RECOVERY SYSTEM  

Recovery tank capacity	 21 gal / 79 L 
Vacuum motor airflow
   1510 (dual)	 69 cfm / 1.96 m3/min
   1530	 99 cfm / 2.8 m3/min
Vacuum motor 
   1510 (2)	 3-stage, 0.89 hp / 0.66 kW 
   1530	 3-stage, 1.63 hp / 1.22 kW
Vacuum motor waterlift
   1510 (2)	 68 in / 1,730 mm 
   1530	 117 in / 3,970 mm

POWER SYSTEM 

Battery configuration (1510)	 4-6 volt 240 AH
Battery run time (1510)	 3 hours  
Power Cord (1530)	 75 ft / 22.9 m  
	 14 gauge safety yellow 

PROPELLING SYSTEM 

Cleaning speed
   Interim surface cleaning	 100 fpm / 30 m/min 
   Deep cleaning	 50 fpm / 15 m/min 

MACHINE SPECIFICATIONS 

Length	 40 in / 1,016 mm
Width	 22 in / 559 mm
Height	 42 in / 1,067 mm
Weight
   1510 (w/battery)	 656 lb / 298 kg 
   1530	 395 lb / 180 kg
Sound level (operator’s ear)	 72 dBA 

WARRANTY

See your local representative for warranty information

Specifications subject to change without notice.

1510/1530 DUAL MODE  
CARPET EXTRACTOR


