
The rigid design of the unit with increased diameters of the 
feed rollers makes it possible to increase the feed rate up to 
120 m/min and reduce energy costs.

INFEED ROLLER CONVEYOR

This unit is necessary for uniform alignment of board, it is 
made in a screw version, depending on the speed it can 
have a different number of screw entries.

BOARD TURNER TRANSPORTER

Visual assessment of the grade and geometric parameters 
of wood, changing the position of the board in the process 
of continuous movement, according to the detected 
parametrs.

BOARD CHAIN TRANSPORTER

This unit is necessary for uniform alignment of board, 
it is made in a screw version, depending on the speed it 
can have a different number of screw entries.

EVEN END CONVEYOR

Gravity-assisted transfer of workpiece layers.

BOARD ELEVATOR

This unit can allow you to remove spacers in automatic 
mode, can be equipped with a transport belt roller table.

STICK OUT FEED

Tilt hoist  with smooth feed and powerful feed paws 3-6, 
self-lubricating guides.

TILT HOIST

Thick metal structure with stiffeners, number of channels 
3-5 depending on the length of the workpiece, 
wear-resistant components are used. 

CHAIN CONVEYOR
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By purpose and mechanization stacking are subdivided with manual and automatic stacking 
of stick, with top and direct loading, can also be equipped with a roller table if it is the second 

number in a row.

BOARD STACKING MACHINE

Consisting of several automatic units combined 
into one mechanism.

STICK ELEVATOR

Is designed depending on the sections and lengths of the 
workpieces, it can also be equipped with a conveyor.

STRAPING MACHINE 

STACKING MACHINE
with conveyor

STACKING MACHINE
with direct loading

STACKING MACHINE
with top loading

The conveyor evenly forms the number of given boards in 
the pack, depending on the given pack dimensions.

BOARD SORTING TRANSPORT

Fine trimming of board or their division, depending on the 
technical task, can ideally be carried out on a trimer that can 
be integrated into the line. In the basic version, these are 
two saw units, depending on the needs of the client, it can 
be supplemented with additional units.

TRIM SAW
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